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The film records actual spacecraft attitude changes and rates from 

the fixed camera within the spacecraft in terms of angular'motion 

of the imaged earth baing; photoeJ:D?hcdthrough tho �w�i�n�d�o�w�~� 

The unmanned Apollo 6 mission scheduled for March 21, 1968, 

will also carry a Maurer camera to record engineering data on 

spacecraft orientation. Apollo 6 will first fly two circular orbits 

at an altitude of 100 nautical miles and then begin the high altitude 

portion of the mission. The background of the spacecraft window 

through which the �f�i�x�e�~� camera is focused will be th"e earth sub-

satellite track for the majority of one complete orbit. In order 

to make maximum use of the mission, it is expected that the engineering 

film data will also be used by �t�h�,�~� e.n"th resources survey program 

participants to provide an insight into the value of this class of 

'.,' photography for each of their disciplines. It is expected that the 
�~�~�~�~�-�-�-�-�-�-�-�-�-�-�-�-�-�-�~�-�-�-�-�-
more interesting photographs will have a significant public information 

value. 

Apollo 6 �P�h�o�t�o�g�r�a�p�h�~� 

The on-board Maurer camera timer is automatically activated 

by the acceleration of the spacecraft at launch. The interval between 

timer activation and first exposure is approximately 90 minutes, or 
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at the beginning of the second orbit. The camera then operates 

Butomatically at the rate of one frame (or exposure) eveq8.5 seconds 

until the full 180-foot film supply is cxhouutod, or ~bout 2 hours. 

The orbital inclination of 32.50 means that the spacecraft will 

encounter both day and night locally as it moves eastward around the 

earth. Because the earnerB operates continuously, Borne 507. of the 

photography will be of un-ill~uinated areas. 

With an 8.5-second interval between exposures, there will be an 

overlap of approximately 55% between the individual frames; this will 

.permit Stereo analysis of the imagery. Each frame covers an area ~-

approximately 75 nautical miles on a side. Because of the overlap, 

each fram actually includes an advance of 34 nautical miles along 

the satellite's ground trace. A continuous strip 75 nautical miles 

'J wide can be photographed around tbe globe, but because of spacecraft 

attitude changes, only approximate~y 21,000 nautical miles of the .. 
earth trace will be covered. 

The trace on the enclosed map indicates the nominal path of the 

spacecraft in the low-orbit phase. The trace is marked to indicate 

the initiation and termination of photogr.S\phy and the local day-night 

condition. The attached table provides the list of significant areas 

over which the spacecraft will pass while recording photography; the .. 
approximate times of passage are given in both Eastern Standard (EST) -
and Local Standard Times (LST), using the 24-hour notation. 
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In sUIllillllry. the major photographic coverase of interest will be 

from the northwest to southeast swath acrosa Ail-lea. otarting with 

Mauritania and ending with Malagasy. 

The fine grain color film proposed for use is either S0121 

(preferred) or S0368. The IDDximum angular resolution of the system -
.is expected to be on the order 0.3 milliradians; under the best -
conditions of sun angle and atmospheric calm, an object on the order 

of 125 by 125 feet might be detected but could not be identified • 
....... 
Average ground resolution for detection is expected ~o be on the order 

of 150 to. 200 feet; identification is limited to objects several times 

larger than the detection threshold. For earth resource survey 

experimentation, this photography should provide a first approximation 

of the data quality that future experimental sat.ellites may provide 

on asystematic, longer duration basis. 
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